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ECUBE7

Innovation Meets Portability

Indeed

E-CUBE i7, the next step in confident diagnosis
with excellent imaging performance

The advantages of a cart-based system made the innovative portable system, E-CUBE i7.

To overcome the shortcomings in image quality of a portable system, ALPINION built E-CUBE i7 around a cart-based
system’s architecture. Thanks to this powerful and stable architecture, E-CUBE i7 delivers remarkably excellent and
uniform image performance throughout its lifetime.

Imaging Technologies CUBE View™ Real-time ultrasound image sharing solution
D | '

- Advanced Spatial Compounding Imaging (SCl)
- Harmonic Imaging (FTHI/PITHI)
- Speckle Reduction Imaging (SRI)
- Tissue Doppler Imaging
- Crystal Signature™
- B/C/PW/CW/PD/M-mode/TDI

E-CUBE {7 Tablet & Mobile

Software Technologies A diverse range of high-performance transducers

- Value 3D/4D / CUBE View™ .

- Stress Echo, CUBE Strain ™ / CW, Auto IMT

- Full Screen g
- Needle Vision™ Plus

- Xpeed™ (Auto Image Optimization) VC1-6T 103-12 L8-17H CW5.0/2.0




High-performance with clinical versatility
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Renal perfusion in Power Doppler
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Intra jugular vein injection
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Fetal spine with Volume Master™

Transducers

Convex C1-6T / C5-8NT / VC1-6T (Volume)

Linear 13-12T /L8-17H / L3-12H"" /103-12 / 108-17T

Phased SP1-5T / SP3-8T
Endocavity EC3-10T / EV3-10T
Others CW5.0/CW 2.0

ALPINION MEDICAL SYSTEMS
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Standalone clinical images may have been cropped to better visualize pathology.
Catalogue contents may change without prior notice to customers due to performance enhancements.
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Thyroid nodule in live Dual mode

3D/4D Volume

Product Specifications

Weight / Height 7kg (with battery) / 85mm
Width / Depth 402 /366mm

Monitor 15.6” LED Display
Transducer 1port (with cart, 3ea)

Storage DICOM Connectivity
Integrated 120GB SSD (Solid-Si
5 USB ports
Cart / Carrier (Optional)
Wireless LAN
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